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17. Assignment - No assignment by the contractor or any contract to be entered into hereunder or of any part
thereof, except of funds to be received thereunder by the contractor, will be recognized by the City unless
such assignment has had the prior written approval of the City.

18. Warranty - Terms of any warranty offered by the manufacturer or the bidder shall be included with the bid.
Contractor warrants all work done and goods provided under this Agreement shall at the minimum: a) meet
all conditions of the Agreement; b) shall be free from all defects in design, material and workmanship; and
3) shall be fit for the purposes intended. If any defects occur within said 12 months following acceptance,
Contractor shall be solely responsible for the correction of those defects.

19. Timely Delivery — If indicated in the bid form, bidder shall indicate time of delivery as the number of
calendar days following receipt of the order by the contractor to receipt of the goods or services by the City.
Time of delivery may be a consideration in the award.

Time is of the essence, and the purchase order is subject to termination for failure to deliver on time. The
acceptance by buyer of later performance with or without objection or reservation shall not waive the right
to claim damage for such breach nor constitute a waiver of the requirements for the timely performance of
any obligation remaining to be performed by the vendor.

20. Liquidated Damages - If delivery does not occur on schedule it is understood that the City will suffer
damage. It being impractical and infeasible to determine the amount of actual damage, it is agreed that
the contractor shall pay to the City the sum of two hundred ($200 .00) dollars per day for each and every
calendar day delay in finishing a job order.

21. Termination for Default - The City may, by written notice of default to the vendor/contractor, terminate the
contract in whole or in part should the vendor/contractor fail to make satisfactory progress, fail to deliver
within time specified therein or fail to deliver in strict conformance to specifications and requirements set
forth therein. In the event of such termination, the City reserves the right to purchase or obtain the supplies
or services elsewhere, and the defaulting vendor/contractor shall be liable for the difference between the
prices set forth in the terminated order and the actual cost thereof to the City. The prevailing market price
shall be considered the fair repurchase price. |If, after notice of termination of this contract under the
provisions of this clause, it is determined for any reason that the Contractor was not in default under the
provisions of this clause, the rights and obligations of the parties shall be the same as if the notice of
termination had been issued pursuant to the Termination for Convenience clause. The rights and remedies
of City provided in this article shall not be exclusive and are in addition to any other rights and remedies
provided by law or under resulting order.

22. Termination for Convenience - The City may, by written notice stating the extent and effective date,
terminate any resulting order for convenience in whole or in part, at any time. The City shall pay the vendor
as full compensation for performance until such termination the unit or pro rate price for the delivered and
accepted portion, and a reasonable amount, as costs of termination, not otherwise recoverable from other
sources by the contractor as approved by the City, with respect to the undelivered or unaccepted portion
of the order, provided compensation hereunder shall in no event exceed the total price. In no event shall
the City be liable for any loss of profits on the resulting order or portion thereof so terminated. The rights
and remedies of City provided in this article shall not be exclusive and are in addition to any other rights
and remedies provided by law or under resulting order.
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34. Insurance -- Contractor shall procure and maintain for the duration of the contract insurance against claims
for injuries to persons or damages to property which may arise from or in connection with the performance
of the work hereunder by the Contractor, his agents, representatives, employees, or subcontractors.

All certificates and endorsements must be emailed to tnbrooks@ci.antioch.ca.us, with the name of the
contract clearly identified on the certificates and endorsements AND annual renewals automatically be
generated and emailed as instructed.

Minimum Scope of Insurance: Coverage shall be at least as broad as:

1. Insurance Services Office Commercial General Liability coverage (occurrence Form CG 00 01),
Owners and Contractors Protective Liability Coverage Form — Coverage for Operations of
Designated Contractor).

2. Insurance Services Office Form Number CA 0001 covering Automobile Liability, Code 1 (any auto).

3. Workers’ Compensation insurance as required by the State of California and Employer’s Liability
Insurance.

4, Builder’s Risk (Course of Construction) insurance covering all risks of loss less policy exclusions.

Minimum Limits of Insurance: Contractor shall maintain limits no less than:

1. Commercial General Liability (CGL): Insurance Services Office Form CG 00 01 covering CGL on
an “occurrence” basis, including products and completed operations, property damage, bodily
injury and personal & advertising injury with limits no less than $2,000,000 per occurrence. If a
general aggregate limit applies, either the general aggregate limit shall apply separately to this
project/location or the general aggregate limit shall be twice the required occurrence limit.

2. Automobile Liability: 1SO Form Number CA 00 01 covering any auto (Code 1), or if Contractor has
no owned autos, hired, (Code 8) and non-owned autos (Code 9), with limit no less than $1,000,000
per accident for bodily injury and property damage.

3. Workers’ Compensation: As required by the State of California.

4, Employer’s Liability: $1,000,000 per accident for bodily injury or disease.

Additional requirements if applicable:

5. Builder’s Risk: Completed value of the project with no coinsurance penalty provisions for
construction project.

6. Professional Liability: $1,000,000 as needed for design/build and other professional services.

7. Contractor’s Pollution Liability: $1,000,000 per occurrence $2,000,000 policy aggregate if
hazardous materials are involved.

Deductibles and Self-Insured Retentions: Any deductibles or self-insured retentions must be declared to and
approved by the City. At the option of the City, either: the insurer shall reduce or eliminate such deductibles
or self-insured retentions as respects the City, its officers, officials, employees and volunteers; or the Contractor
shall provide a financial guarantee satisfactory to the City guaranteeing payment of losses and related
investigations, claim administration, and defense expenses.

Other Insurance Provisions: The general liability and automobile liability policies are to contain, or be endorsed
to contain, the following provisions:
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1. Additional Insured Status. The City, its officers, officials, employees, and volunteers are to be covered
as additional insureds on the CGL policy with respect to liability arising out of work or operations
performed by or on behalf of the Contractor including materials, parts, or equipment furnished in
connection with such work or operations. General liability coverage can be provided in the form of an
endorsement to the Contractor’s insurance (at least as broad as ISO Form CG 20 10 11 85 or if not
available, through the addition of both CG 20 10 and CG 20 37 if a later edition is used).

2. Primary Coverage. For any claims related to this contract, the Contractor’s insurance coverage shall be
primary insurance as respects the City, its officers, officials, employees, and volunteers. Any insurance
or self-insurance maintained by the City, its officers, officials, employees, or volunteers shall be excess
of the Contractor’s insurance and shall not contribute with it.

3. Notice of Cancellation. Each insurance policy required above shall provide that coverage shall not be
canceled, except with notice to the City.

4. Waiver of Subrogation. Contractor hereby grants to City a waiver of any right to subrogation which any
insurer of said Contractor may acquire against the City by virtue of the payment of any loss under such
insurance. Contractor agrees to obtain any endorsement that may be necessary to affect this waiver of
subrogation, but this provision applies regardless of whether or not the City has received a waiver of
subrogation endorsement from the insurer.

5. Deductibles and Self-Insured Retentions. Any deductibles or self-insured retentions must be declared
to and approved by the City. The City may require the Contractor to purchase coverage with a lower
deductible or retention or provide proof of ability to pay losses and related investigations, claim
administration, and defense expenses within the retention.

Certificate of Insurance and Endorsements: Contractor shall furnish the City with original certificates and
amendatory endorsements or copies of the applicable policy language effecting coverage required by this
clause. All certificates and endorsements are to be received and approved by the City before work commences.
However, failure to obtain the required documents prior to the work beginning shall not waive the Contractor’s
obligation to provide them. The City reserves the right to require complete, certified copies of all required
insurance policies, including endorsements required by these specifications, at any time.

Acceptability of Insurers: Insurance is to be placed with insurers with a current A.M. Best’s rating of no less
than A:VII, unless otherwise acceptable by City.

Verification of Coverage: Contractor shall furnish the Entity with original certificates and amendatory
endorsements affecting coverage required by this clause. All certificates and endorsements are to be
received and approved by the Entity before work commences. However, failure to do so shall not operate as
a waiver of these insurance requirements. The City reserves the right to require complete, certified copies of
all required insurance policies, including endorsements affecting the coverage required by these specifications
at any time.

Subcontractors: Contractor shall require and verify that all subcontractors maintain insurance meeting all the
requirements stated herein.
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that occurs to any underground utility as a consequence of work.

Other Information
1. Contractor will be compensated for time and material when rare and unsual working conditions are
apparent. The City of Antioch will be the sole judge of what is “rare” and “unusual” working conditions.

2. The annual volume of work is scheduled to be up to $150,000, however, this is not a guarantee of work or
that all funds will be used.

3. Contractor will not leave any job incomplete over a 24 hour period without written permission from the City
of Antioch.

4. The City of Antioch intends to retain a minimum of two contractors, one primary and one back-up, in case
of emergencies.
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Exhibit A
MOCK JOB FOR BID PURPOSES ONLY

12' Double Gate

Total Fence Length: 460 LF

Wilson St

Request for Quote
Wilson Street Fence

e Fence
e 12' Double Gate

Parcels

Total Fence Length: 460 LF
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CHAIN LINK FENCE AND GATES

ALL MATERIALS SHALL CONFORM TO SECTION 80-3 OF THE STANDARD SPECIFICATIONS EXCEPT AS
MODIFIED HEREIN BY THESE SPECIAL PROVISION.

HEIGHT: STANDARD FENCE HEIGHTS TO BE SIXTEEN FEET (16°), EIGHT FEET (8’), SIX FEET (6’),
FOUR FEET (4°), AND THREE FEET (3’), ABOVE GRADE WHEN ERECTED AS SHOWN ON THE PLANS
AND DETAILS.

GALVANIZED FABRIC: GALVANIZED CHAIN LINK WIRE, HEAVILY ZINC COATED BY HOT-DIP PROCESS
AFTER WEAVING, 11 GA. UP TO 84", OVER 84" USE 9 GA., WOVEN IN 2" MESH. TOP AND BOTTOM
SALVAGES TO HAVE KNUCKLED FINISH.

WIRE PICKETS, OF WHICH THIS FABRIC IS MADE, SHALL BE OF GOOD COMMERCIAL QUALITY STEEL
AND SHALL STAND A TENSILE STRENGTH TEST OF 80,000 LBS. PER SQUARE INCH BASED ON THE
CROSS—SECTIONAL AREA OF THE GALVANIZED WIRE.

CHAIN LINK FABRIC TO HAVE A MINIMUM COATING OF 2.0 OZ. OF ZINC PER SQ. FT. TEST FOR
COATING TO BE MADE ON A SECTION OF WIRE PICKET 24 INCHES LONG PER ASTM-A90.

FABRIC WITH REDWOOD PICKETS: CLEAR HEART REDWOOD STANDARD GRADE A STAINED PICKETS 8" x
25" INSERTED VERTICALLY IN EACH MESH OF THE CHAIN LINK FABRIC.

CHAIN LINK WIRE, CLASS Ill, 0.80 OZ. ZINC COATING PER ASTM A—116, #9 GAUGE WOVEN IN A 33"
x 53" MESH. TOPO AND BOTTOM SALVAGE FURNISHED IN KNUCKLED FINISH.

VINYL—CLAD FABRIC: CHAIN LINK FENCE SHALL BE AS MANUFACTURED BY COLORGUARD
CORPORATION, 1 JOHNSON DRIVE, RARITAN, NEW JERSEY 08869, UNDER TRADE NAME OF
"COLORBOND”, MADE IN U.S.A. IN ACCORDANCE WITH U.S. GOV'T. SPEC. RR—F—-191 TYPE IV, OR
APPROVED EQUAL. COLOR SHALL BE SHERWOOD GREEN—MUNSELL COLOR SYSTEM NO.
2-1/2G-2.3/3.5 OR APPROVED EQUAL. THE BIDDER SHALL SUBMIT SAMPLES OF THE FENCING TO
BE USED, UPON REQUEST OF THE CITY ENGINEER.

FABRIC SHALL BE 2" COATED WOVEN WIRE MESH WITH KNUCKLED FINISH TOP AND BOTTOM. BASE
METAL SHALL BE MEDIUM HIGH QUALITY CARBON STEEL WIRE, TENSILE STRENGTH, 100,000 PSI FOR
9 GA., HOT-DIP GALVANIZED TO AISI SPECIFICATIONS. TYPE 1 COATED WEIGHT FROM SLAB ZINC
CONFORMING TO ASTM SPEC. B6. THE WIRE SHALL BE VINYL—CLAD BEFORE WEAVING BY THE
THERMAL EXTRUSION PROCESS UNDER PRESSURES TO 5,000 PSI, TO INSURE A DENSE AND
IMPERVIOUS COVERING FREE OF VOIDS, HAVING A SMOOTH LUSTROUS SURFACE.

RESIN COATING SHALL BE "BAKELITE' PLASTICIZED POLYVINAL CHLORIDE (PVC) WITH SUITABLE
NON—MIGRATORY LOW TEMPERATURE PLASTICIZER, SHALL NOT SUPPORT FIRE COMBUSTION, AND
INSULATED FOR 12,000 VOLTS, OR EQUAL. COLORS SHALL BE STABILIZED AND SHALL WITHSTAND A
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CHAIN LINK FENCE AND GATES (CON'T)

MINIMUM WEATHEROMETER EXPOSURE TEST OF 2,000 HOURS WITHOUT DETERIORATION. THE
VINYL COVERED WIRE SHALL WITHSTAND AN ACCELERATED AGING TEST OF A MINIMUM OF 2,000
HOURS AT 145°F, WITHOUT ANY CRACKING OR PEELING AND SHALL EXHIBIT A MAXIMUM

SHRINKAGE OF 7 INCH PER 12 INCHES. THE VINYL-CLAD CHAIN LINK FABRIC SHALL WITHSTAND
A MANDRAL BEND TEST (10 X O.D. ON WIRE AT MINUS 50°c) WITHOUT CRACKING.

LINE POSTS: HOT DIP GALVANIZED PIPE 2" NOMINAL DIAMETER, 3.65 LBS. PER LINEAL FOOT FOR

FENCES 6 FEET HIGH OR OVER AND 13" NOMINAL DIAMETER, 2.72 LBS. PER LINEAL FOOT FOR
FENCES LESS THAN 6 FEET HIGH.

TERMINAL POSTS: END, CORNER, GATE, AND PULL POSTS HOT-DIPPED GALVANIZED PIPE 23"
NOMINAL DIAMETER, 5.79 LBS. PER LINEAL FOOT FOR FENCES 6 FEET HIGH AND OVER AND 2"
NOMINAL DIAMETER, 3.65 LBS. PER LINEAL FOOT FOR FENCES LESS THAN 6 FEET HIGH.

POST SPACING: POSTS TO BE SPACED IN LINE OF FENCE NOT FARTHER APART THAN 10 FT.
CENTERS AND SHALL BE SPACED AT EVEN INTERVALS EXCEPT THE POSTS FOR THE 16—FOOT
CHAIN LINK FENCE SHALL HAVE 8 FT. CENTERS.

POST SETTING: ALL POSTS TO BE SET 36 INCHES IN CONCRETE FOOTINGS OF NOT LESS THAN
12 INCHES IN DIAMETER AND CROWNED AT THE TOP TO SHED WATER. THE EDGES OF
CONCRETE FOOTINGS SHALL BE FLUSH TO THE EXISTING GROUND.

TOPS: ALL POSTS TO BE FITTED WITH HEAVY ORNAMENTAL TOPS APPROVED BY THE CITY
ENGINEER. BASE OF TOP TO CARRY APRON AROUND OUTSIDE OF POST AND SHALL BE
SECURELY FASTENED TO THE POSTS.

TOP_RAIL: HOT-DIP GALVANIZED PIPE 1}” NOMINAL DIAMETER, WEIGHT 2.27 LBS. PER LINEAL
FOOT; PROVIDE WITH COUPLINGS APPROXIMATELY EVERY 20 FEET. COUPLINGS TO BE OUTSIDE
SLEEVE TYPE AND AT LEAST 7 INCHES LONG. TOP RAIL TO PASS THROUGH BASE OF LINE POST
TOPS AND FORM A CONTINUOUS BRACE FROM END TO END OF EACH STRETCH OF FENCE. TOP
RAIL TO BE SECURLY FASTENED TO TERMINAL POSTS BY PRESSED STEEL CONNECTIONS,
APPROVED BY THE CITY ENGINEER.

TRUSS RODS: HOT-DIP GALVANIZED §” STEEL RODS WITH GALVANIZED TURNBUCKLES.
TIE WIRES: TIE WIRES SHALL CONFORM TO SECTION XXX OF THE STANDARD SPECIFICATIONS.

BRACES: HOT-DIP GALVANIZED. BRACE MATERIAL SAME AS TOP RAIL, TO BE INSTALLED AS
SHOWN ON THE CHAIN LINK FENCE DETAIL SHEET 1 OF 4. TURNBUCKLES ON TRUSS RODS
SHALL BE TIED WITH TIE WIRES TO FENCE FABRIC TO PREVENT LOOSENING BY VANDALS.

TENSION WIRE: A NO. 7 GAUGE GALVANIZED COILED SPRING WIRE TO BE STRETCHED ALONG
BOTTOM OF CHAIN LINK FABRIC APPROXIMATELY 6 INCHES ABOVE GRADE. THE CHAIN LINK
FABRIC TO BE ATTACHED TO THIS WIRE WITH TIE WIRES SPACED 24 INCHES APART.
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CHAIN LINK FENCE AND GATES (CON'T) MINIMUM WEATHEROMETER EXPOSURE TEST OF 2,000 HOURS WITHOUT DETERIORATION.  THE VINYL COVERED WIRE SHALL WITHSTAND AN ACCELERATED AGING TEST OF A MINIMUM OF 2,000 HOURS AT 145°F, WITHOUT ANY CRACKING OR PEELING AND SHALL EXHIBIT A MAXIMUMSHRINKAGE OF   INCH PER 12 INCHES.  THE VINYL-CLAD CHAIN LINK FABRIC SHALL WITHSTAND 116 INCH PER 12 INCHES.  THE VINYL-CLAD CHAIN LINK FABRIC SHALL WITHSTAND A MANDRAL BEND TEST (10 X O.D. ON WIRE AT MINUS 50°c) WITHOUT CRACKING.LINE POSTS: HOT DIP GALVANIZED PIPE 2" NOMINAL DIAMETER, 3.65 LBS. PER LINEAL FOOT FOR : HOT DIP GALVANIZED PIPE 2" NOMINAL DIAMETER, 3.65 LBS. PER LINEAL FOOT FOR  HOT DIP GALVANIZED PIPE 2" NOMINAL DIAMETER, 3.65 LBS. PER LINEAL FOOT FOR FENCES 6 FEET HIGH OR OVER AND 1 " NOMINAL DIAMETER, 2.72 LBS. PER LINEAL FOOT FOR 12" NOMINAL DIAMETER, 2.72 LBS. PER LINEAL FOOT FOR FENCES LESS THAN 6 FEET HIGH. TERMINAL POSTS: END, CORNER, GATE, AND PULL POSTS HOT-DIPPED GALVANIZED PIPE 2 " : END, CORNER, GATE, AND PULL POSTS HOT-DIPPED GALVANIZED PIPE 2 "  END, CORNER, GATE, AND PULL POSTS HOT-DIPPED GALVANIZED PIPE 2 " 12" NOMINAL DIAMETER, 5.79 LBS. PER LINEAL FOOT FOR FENCES 6 FEET HIGH AND OVER AND 2" NOMINAL DIAMETER, 3.65 LBS. PER LINEAL FOOT FOR FENCES LESS THAN 6 FEET HIGH. POST SPACING: POSTS TO BE SPACED IN LINE OF FENCE NOT FARTHER APART THAN 10 FT. : POSTS TO BE SPACED IN LINE OF FENCE NOT FARTHER APART THAN 10 FT.  POSTS TO BE SPACED IN LINE OF FENCE NOT FARTHER APART THAN 10 FT. CENTERS AND SHALL BE SPACED AT EVEN INTERVALS EXCEPT THE POSTS FOR THE 16-FOOT CHAIN LINK FENCE SHALL HAVE 8 FT. CENTERS. POST SETTING: ALL POSTS TO BE SET 36 INCHES IN CONCRETE FOOTINGS OF NOT LESS THAN : ALL POSTS TO BE SET 36 INCHES IN CONCRETE FOOTINGS OF NOT LESS THAN  ALL POSTS TO BE SET 36 INCHES IN CONCRETE FOOTINGS OF NOT LESS THAN 12 INCHES IN DIAMETER AND CROWNED AT THE TOP TO SHED WATER.  THE EDGES OF CONCRETE FOOTINGS SHALL BE FLUSH TO THE EXISTING GROUND. TOPS: ALL POSTS TO BE FITTED WITH HEAVY ORNAMENTAL TOPS APPROVED BY THE CITY : ALL POSTS TO BE FITTED WITH HEAVY ORNAMENTAL TOPS APPROVED BY THE CITY  ALL POSTS TO BE FITTED WITH HEAVY ORNAMENTAL TOPS APPROVED BY THE CITY ENGINEER.  BASE OF TOP TO CARRY APRON AROUND OUTSIDE OF POST AND SHALL BE SECURELY FASTENED TO THE POSTS. TOP RAIL: HOT-DIP GALVANIZED PIPE 1 " NOMINAL DIAMETER, WEIGHT 2.27 LBS. PER LINEAL : HOT-DIP GALVANIZED PIPE 1 " NOMINAL DIAMETER, WEIGHT 2.27 LBS. PER LINEAL  HOT-DIP GALVANIZED PIPE 1 " NOMINAL DIAMETER, WEIGHT 2.27 LBS. PER LINEAL 14" NOMINAL DIAMETER, WEIGHT 2.27 LBS. PER LINEAL FOOT; PROVIDE WITH COUPLINGS APPROXIMATELY EVERY 20 FEET.  COUPLINGS TO BE OUTSIDE SLEEVE TYPE AND AT LEAST 7 INCHES LONG.  TOP RAIL TO PASS THROUGH BASE OF LINE POST TOPS AND FORM A CONTINUOUS BRACE FROM END TO END OF EACH STRETCH OF FENCE.  TOP RAIL TO BE SECURLY FASTENED TO TERMINAL POSTS BY PRESSED STEEL CONNECTIONS, APPROVED BY THE CITY ENGINEER. TRUSS RODS: HOT-DIP GALVANIZED  " STEEL RODS WITH GALVANIZED TURNBUCKLES. : HOT-DIP GALVANIZED  " STEEL RODS WITH GALVANIZED TURNBUCKLES.  HOT-DIP GALVANIZED  " STEEL RODS WITH GALVANIZED TURNBUCKLES. 38" STEEL RODS WITH GALVANIZED TURNBUCKLES. TIE WIRES: TIE WIRES SHALL CONFORM TO SECTION XXX OF THE STANDARD SPECIFICATIONS. : TIE WIRES SHALL CONFORM TO SECTION XXX OF THE STANDARD SPECIFICATIONS.  TIE WIRES SHALL CONFORM TO SECTION XXX OF THE STANDARD SPECIFICATIONS. BRACES: HOT-DIP GALVANIZED.  BRACE MATERIAL SAME AS TOP RAIL, TO BE INSTALLED AS : HOT-DIP GALVANIZED.  BRACE MATERIAL SAME AS TOP RAIL, TO BE INSTALLED AS  HOT-DIP GALVANIZED.  BRACE MATERIAL SAME AS TOP RAIL, TO BE INSTALLED AS SHOWN ON THE CHAIN LINK FENCE DETAIL SHEET 1 OF 4.  TURNBUCKLES ON TRUSS RODS SHALL BE TIED WITH TIE WIRES TO FENCE FABRIC TO PREVENT LOOSENING BY VANDALS. TENSION WIRE: A NO. 7 GAUGE GALVANIZED COILED SPRING WIRE TO BE STRETCHED ALONG : A NO. 7 GAUGE GALVANIZED COILED SPRING WIRE TO BE STRETCHED ALONG  A NO. 7 GAUGE GALVANIZED COILED SPRING WIRE TO BE STRETCHED ALONG BOTTOM OF CHAIN LINK FABRIC APPROXIMATELY 6 INCHES ABOVE GRADE.  THE CHAIN LINK FABRIC TO BE ATTACHED TO THIS WIRE WITH TIE WIRES SPACED 24 INCHES APART.
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CHAIN LINK FENCE AND GATES (CON'T)
FITTINGS: HOT—DIP GALVANIZED. ALL FITTINGS TO BE MALLEABLE, CAST IRON OR PRESSED STEEL.

FABRIC BRANDS: FABRIC TO BE FASTENED TO LINE POSTS WITH FABRIC BANDS SPACED
APPROXIMATELY 14 INCHES APART, AND TO TOP RAIL WITH TIE WIRES SPACED APPROXIMATELY 24
INCHES APART.

GATES: GATE FRAMES TO BE MADE OF 13" NOMINAL DIAMETER HOT-DIP GALVANIZED PIPE, WEIGHT
2.72 LBS. PER LINEAR FOOT. CORNER FITTINGS HEAVY PRESSED STEEL OR MALLEABLE
CASTINGS. FABRIC SAME AS FENCE. GATES TO BE COMPLETE WITH MALLEABLE IRON BALL AND
SOCKET HINGES, CATCH, STOP, AND CENTER REST. HINGES TO PERMIT GATE TO SWING BACK
AGAINST FENCE (180%). GATE SIZES GIVEN ARE FROM GATE POST TO GATE POST. ALL GATES
SHALL INCLUDE LOCKS. ALL LOCKS SHALL BE AS APPROVED BY THE CITY ENGINEER.

FRAMEWORK MATERIAL: ALL POSTS, RAILS AND BRACES HEAVILY HOT-DIPPED GALVANIZED.

GALVANIZING: ALL GALVANIZING SHALL BE A MINIMUM OF 2.0 OZ. PER SQ. FT. IMPERFECTLY
GALVANIZED MATERIALS OR MATERIALS UPON WHICH ABRASION OF THE GALVANIZING HAVE
OCCURRED SHALL BE REJECTED BY THE ENGINEER. ALL REJECTED MATERIAL MUST BE REMOVED
FROM THE JOB SITE WITHIN 24 HOURS AFTER NOTICE OF SUCH REJECTION TO THE CONTRACTOR.

CERTIFICATES OF COMPLIANCE: SUPPLIERS OF ANY OR ALL MATERIALS SHALL FURNISH A
CERTIFICATE STATING THE REQUIRED SPECIFICATION AND THE COMPLIANCE OF MATERIALS TO
SPECIFICATIONS.

CITY OF ANTIOCH
DEPARTMENT OF PUBLIC WORKS — ENGINEERING SERVICES

DRAWN BY: S. Rodriguez APPROVED BY:

REVISIONS: : CHAIN LINK 7 RON BEIRNAL PE
FENCE CITY ENGINEER

L-01 (SHEET 4 of 4) oate. DEC 20, 2016
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CHAIN LINK FENCE AND GATES (CON'T) FITTINGS: HOT-DIP GALVANIZED.  ALL FITTINGS TO BE MALLEABLE, CAST IRON OR PRESSED STEEL. : HOT-DIP GALVANIZED.  ALL FITTINGS TO BE MALLEABLE, CAST IRON OR PRESSED STEEL.  HOT-DIP GALVANIZED.  ALL FITTINGS TO BE MALLEABLE, CAST IRON OR PRESSED STEEL. FABRIC BRANDS: FABRIC TO BE FASTENED TO LINE POSTS WITH FABRIC BANDS SPACED : FABRIC TO BE FASTENED TO LINE POSTS WITH FABRIC BANDS SPACED  FABRIC TO BE FASTENED TO LINE POSTS WITH FABRIC BANDS SPACED APPROXIMATELY 14 INCHES APART, AND TO TOP RAIL WITH TIE WIRES SPACED APPROXIMATELY 24 INCHES APART. GATES: GATE FRAMES TO BE MADE OF 1 " NOMINAL DIAMETER HOT-DIP GALVANIZED PIPE, WEIGHT : GATE FRAMES TO BE MADE OF 1 " NOMINAL DIAMETER HOT-DIP GALVANIZED PIPE, WEIGHT  GATE FRAMES TO BE MADE OF 1 " NOMINAL DIAMETER HOT-DIP GALVANIZED PIPE, WEIGHT 12" NOMINAL DIAMETER HOT-DIP GALVANIZED PIPE, WEIGHT 2.72 LBS. PER LINEAR FOOT.  CORNER FITTINGS HEAVY PRESSED STEEL OR MALLEABLE CASTINGS.  FABRIC SAME AS FENCE.  GATES TO BE COMPLETE WITH MALLEABLE IRON BALL AND SOCKET HINGES, CATCH, STOP, AND CENTER REST.  HINGES TO PERMIT GATE TO SWING BACK AGAINST FENCE (180°).  GATE SIZES GIVEN ARE FROM GATE POST TO GATE POST.  ALL GATESSHALL INCLUDE LOCKS.  ALL LOCKS SHALL BE AS APPROVED BY THE CITY ENGINEER. FRAMEWORK MATERIAL: ALL POSTS, RAILS AND BRACES HEAVILY HOT-DIPPED GALVANIZED. : ALL POSTS, RAILS AND BRACES HEAVILY HOT-DIPPED GALVANIZED.  ALL POSTS, RAILS AND BRACES HEAVILY HOT-DIPPED GALVANIZED. GALVANIZING: ALL GALVANIZING SHALL BE A MINIMUM OF 2.0 OZ. PER SQ. FT.  IMPERFECTLY : ALL GALVANIZING SHALL BE A MINIMUM OF 2.0 OZ. PER SQ. FT.  IMPERFECTLY ALL GALVANIZING SHALL BE A MINIMUM OF 2.0 OZ. PER SQ. FT.  IMPERFECTLY GALVANIZED MATERIALS OR MATERIALS UPON WHICH ABRASION OF THE GALVANIZING HAVE OCCURRED SHALL BE REJECTED BY THE ENGINEER.  ALL REJECTED MATERIAL MUST BE REMOVED FROM THE JOB SITE WITHIN 24 HOURS AFTER NOTICE OF SUCH REJECTION TO THE CONTRACTOR. CERTIFICATES OF COMPLIANCE: SUPPLIERS OF ANY OR ALL MATERIALS SHALL FURNISH A : SUPPLIERS OF ANY OR ALL MATERIALS SHALL FURNISH A  SUPPLIERS OF ANY OR ALL MATERIALS SHALL FURNISH A CERTIFICATE STATING THE REQUIRED SPECIFICATION AND THE COMPLIANCE OF MATERIALS TO SPECIFICATIONS.
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1.	HASPS & LOCKS REQ'D. ON ALL GUARD HASPS & LOCKS REQ'D. ON ALL GUARD POSTS.  LOCKS WILL BE FURNISHED BY CITY FORCES. 2.	FABRICATE HASPS FROM  " FLAT BAR FABRICATE HASPS FROM  " FLAT BAR 38" FLAT BAR STEEL.


